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42"

FOR USE IN APPLICATIONS WHERE REMOVABLE GLAZING IS REQUIRED

TYPICAL WINDOW ELEVATION

SERVICE CHASE

—HEADER PANEL

3/16" TEMPERED

/*SAFETY GLASS

22" WIDE x 36" HIGH

—FOOTER PANEL
/

14 GA. WINDOW FRAME

CONTINUOUS SEAL
ALL AROUND (TYP.)

SERVICE CHASE

NON-CLASSIFIED/
SUPPORT AREA

WINDOW FRAME
FASTENERS

FOAM GASKET

TEMPERED SAFETY
GLASS 3/16" THICK

HEADER/FOOTER 1 v !
PANEL
REMOVABLE
~— GLAZNG

STOP
CONTINUOUS SEAL
ALL AROUND (TYP.)

CLASSIFIED AREA
PARTIAL SECTION

NOTES:

1. WINDOW FRAMES ARE CONSTRUCTED OF
14 GA. BREAK-FORMED ALUMINUM, WELDED AT
CORNERS, c/w REMOVABLE GLAZING STOPS, ALL
EXPOSED SURFACES FINISHED IN
POWDER-COAT PAINT (COLOUR: WHITE),
c/w 3 /16" THICK TEMPERED SAFETY GLASS
ONE SIDE

2. STANDARD GLAZING UNIT SIZE:
46 1/2" WIDE x 36" HIGH

3. OPTIONAL TINTED FILM AVAILABLE
[ NOTINT
[ YELLOW
[ RED
(CHECK WITH FACTORY FOR E.M.S. TRANSMISSION
WAVELENGTH)
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DNLESS OTHERVISE NOTED, THIS DRAVING REWAINS THE PRUPERTY DF WICROZONE CORPGRATION. 17 SHALL NGT BE [Revison
REPRODUCED 0R USED FIR WANUFACTURE, TESIGN OR CONSTRUCTION ITHOUT THE EXPRESSED VLT
THE DWNER, THE RECIPEENT, BY ACCEPTING THIS IRAVING, ASSUMES THE CUSTDY THEREDF, AND UNDER THE ABOVE TERMS
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